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SERIESMini Pocket
Environment meters
ME series

ATC, ORP, two displays
pH METER
Model : ME-92PH
* 0 to 14.00 pH, 1,000 mV.
* LCD shows both pH and the temperature.
* ATC or manual Temp. compensation.
* Auto calibration for pH 4, pH 7 and pH10. 
* Optional pH electrode and the ATC probe.
* RS232/USB computer interface.
* Size :117 x 58 x 25 mm
* DC 4.5V battery ( UM-4, AAA ) x 3. 

UV LIGHT METER
Model : ME-92UV
* Mini Pocket size.
* Exclusive UV photo sensor with cosine

correction filter.
* UV sensor with wide spectrum, calibration

under UVA light & and compare with the
standard UVA light meter.

* Auto range, 2 ranges :
Range 1 : 0 to 1.999  mW/cm2

Range 2 : 2 to 20.00  mW/cm2

* Size : 141 x 58 x 25  mm.
* DC 4.5V battery ( UM-4, AAA ) x 3. 

EMF TESTER
Model : ME-92LF
* Electromagnetic field tester.
* 20 micro Tesla x 0.01 micro Tesla.
* 200 milli Gauss x 0.1 milli Gauss.
* Size : 107 x 58 x 25 mm.
* DC 4.5V battery ( UM-4, AAA ) x 3. 

T1, T2, T1-T2, two displays 
TWO CHANNEL THERMOMETER
Model : ME-92TM
* T1, T2, T1-T2, Type K/J.
* oC/ oF , 0.1 degree/1 degree.
* Type K : -100 to 1300 oC.
* Type J : -100 to 1200 oC.
* RS-232/USB interface.
* Size : 117 x 58 x 25 mm.
* DC 4.5V battery ( UM-4, AAA ) x 3.
* Optional type K Temp. probes, TP-01, TP-02A,

TP-03, TP-04, TP-05, refer to page 88.




